
PITCH

DEPTH
ENCLOSURE

DOOR 
HEIGHT

DOOR WIDTH  
LESS FLANGES

X - BB   L  1M  60 30 12  H  15  T  A  S6 - XX00DOUBLE SEAL

DOOR 
WIDTH

ENCLOSURE
DEPTH

TOP CONFIGURATION:
SF = 15° SLOPE FORWARD
SB = 10° SLOPE BACK
BF = 15° BULLNOSE SLOPE FORWARD
BB = 15° BULLNOSE SLOPE BACK
FT = 00° FLAT TOP

° PITCH

LATCH TYPE
H = HYGENIC QUARTER TURN 
Q = QUARTER TURN - SLOTTED
D = DEFEATER  HANDLE
P = PADLOCKABLE 
E - TEE HANDLE

FLANGED

FLOOR MOUNT 

TWIN
DOOR 

PART# SYSTEM - SINGLE  DOOR ENCLOSURES

NOTE:  * ACTUAL DOOR HEIGHT IS 1/2" TALLER THAN PART# SIZE
             

** BACK PANEL PART # SYSTEM
X 60P30-G M - (57" x 27") GALVANIZED BACK PANEL

DOOR 
HEIGHT

DOOR 
WIDTH

MATERIAL TYPE: 
G - GALVANIZED - 12 GAUGE
AL - ALUMINUM - 1/8"
SS - STAINLESS 304 - 12 GAUGE
W - POWDER COATED STEEL - 12 GAUGE

             * * BACK PANEL PART NUMBER IS BASED UPON DOOR SIZE
             

*DOOR HEIGHT

(- 3" FROM DOOR H &W)

SERIAL NUMBER USED TO 
IDENTIFY CUSTOMERS 
ENCLOSURES

SPECIAL GRIND & POLISH
A = 3A  FULL GRIND & POLISH
B = HINGES & MOUNTING LUGS ONLY

1M - HYGENIC LEGS
2M - EXTENDED BOTTOM FLANGE
3M - FORMED INDUSTRIAL LEGS
4M - EXTENDED BOTTOM FLANGE + HYGENIC LEGS

MACHINED OR TAPPED

OTHER OPTIONS:
S6 = 316 STAINLESS - 304SS STD
W = WINDOWS
WC = WINDOW + COVER GUARD
SW = SWIVEL/ARM ASSEMBLY
Q = ATTACHED SEQUESTER ENCLOSURE

ADDITIONAL ENCLOSURE HEIGHT BASED UPON TOP 
CONFIGURATION SB, SF, BF, BB, FT AND PITCH OF TOP - 
NOT INCLUDED IN PART NUMBER

SINGLE
HYGIENIC
QUARTER 
TURN

OVERALL ENCLOSURE
HEIGHT DETERMINED
DURING ENGINEERING
& DESIGN.  NOT INCLUDED
IN PART NUMBER

SIDE VIEWFRONT VIEW

DOUBLE
STUDS R 



NOTE:  * BACK PANEL PART NUMBER IS TYPICALLY BASED UPON ENCLOSURE SIZE

# DOORS
2 DOOR
3 DOOR
4 DOOR

MULTI DOOR - BACK PANEL PART # SYSTEM
X 80P72-G M - (76" x 68") GALVANIZED BACK PANEL (- 4" FROM H & W)
              

*DOOR
 HEIGHT

ENCLOSURE
WIDTH

MATERIAL TYPE: 
G - GALVANIZED - 12 GAUGE
AL - ALUMINUM - 1/8"
S - STAINLESS 304 - 12 GAUGE
W - POWDER COATED STEEL - 12 GAUGE

PART# SYSTEM - MULTI  DOOR ENCLOSURES

X   BB  L  2D 1M  80 72 16  H  15  T  A  S6 - XX00
DOUBLE SEAL

ENCLOSURE 
WIDTH

ENCLOSURE
DEPTH

° PITCH

FLANGED TWIN
DOOR 

SPECIAL GRIND & POLISH
A = 3A  FULL GRIND & POLISH
B = HINGES & MOUNTING LUGS ONLY

*DOOR HEIGHT

TOP CONFIGURATION:
SF = 15° SLOPE FORWARD
SB = 10° SLOPE BACK
BF = 15° BULLNOSE SLOPE FORWARD
BB = 15° BULLNOSE SLOPE BACK
FT = 00° FLAT TOP
CS = CONSOLE

FLOOR MOUNT 
1M - HYGENIC LEGS
2M - EXTENDED BOTTOM FLANGE
3M - FORMED INDUSTRIAL LEGS
4M - EXTENDED BOTTOM FLANGE + HYGENIC LEGS

SERIAL NUMBER USED TO 
IDENTIFY CUSTOMERS 
ENCLOSURES

OTHER OPTIONS:
S6 = 316 STAINLESS - 304SS STD
W = WINDOWS
WC = WINDOW + COVER GUARD
SW = SWIVEL/ARM ASSEMBLY
Q = ATTACHED SEQUESTER ENCLOSURE

MACHINED OR TAPPED

LATCH TYPE
H = HYGENIC QUARTER TURN 
Q = QUARTER TURN - SLOTTED
D = DEFEATER  HANDLE
P = PADLOCKABLE 
E - TEE HANDLE

DEPTH ENCLOSURE WIDTH 

DOOR 
HEIGHT
DOOR 
HEIGHT

ADDITIONAL ENCLOSURE HEIGHT BASED UPON TOP CONFIGURATION SB, SF, BF, BB, FT 
AND PITCH OF TOP - NOT INCLUDED IN PART NUMBER

WELDED POST

REMOVABLE 
POST

LIFTING EYE

ENCLOSURE

SIDE VIEWFRONT VIEW

PITCH

SINGLE
HYGIENIC
QUARTER 
TURN

OVERALL ENCLOSURE
HEIGHT DETERMINED
DURING ENGINEERING
& DESIGN.  NOT 
INCLUDED
IN PART NUMBER


